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LABORATORY TROLLEY KILN

serie 213-K/214-K
(dedicated to sanitaryware)

It is a series of intermittent operation kiln, built to make firing cycles with materials that do not produce toxic or explosive gases.
The bottom of the oven consists of a removable trolley on which the material to be fired is placed.
Once completely filled, it is introduced into the oven, forming a single unit.

The structure of the oven is in fire-painted steel with epoxy paints cooked at 180 ° C and AISI316 steel for the parts of higher wear, such 
as the door and the front of the kiln.
The body is made of a double wall, which therefore allows for low external temperatures.
The oven has a “balance wheel” type door, which allows it to be closed ideally for these types of construction.
The thermal insulation consists of low-density refractory bricks in the first wall, and ceramic fiber suitable for temperatures of
work indicated.

Being equipped with an electronic temperature uniformity control, these ovens can also be used at much lower temperatures for 
cooking glass, copper or similar materials.

DESCRIPTION

The heating elements, installed on five sides, are made up of resistances built with Kanthal type alloy and mounted on easily removable 
and replaceable glow plugs. 

Temperature uniformity in the chamber ± 3 ° C

TECHNICAL FEATURES

The oven, included, has 1 trolley which is provided with vulkollan wheels.
It must be placed on a perfectly flat floor without surface imperfections, because these can create problems for the movement of the 
trolley itself and preclude the stability of the material placed on it.

The control of the firing cycle is entrusted to a microprocessor programmer mod. Lumel RE 82.
With this type of programmer it is possible to configure and memorize a maximum of 15 programs each consisting 
of a maximum of 15 ramps. Furthermore, the uniformity of the temperature between the upper part and the lower 
part of the oven is checked and the automatic opening and closing of the chimneys.
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LABORATORY TROLLEY KILN

serie 213-K/214-K
(dedicated to sanitaryware)

OPTIONAL
•	 software	for	pc	kiln	managment

TECHNICAL CHARACTERISTICS
Mod. Temp. 

max
Internal dimensions [mm] External dimensions [mm] Power V

+
N
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[C]
Width
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Depth

[E]
Height
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213-K-3200
1300 °C

1600 2500 800 2400 3650 2060 162

400

3200
213-K-6400 1600 5000 800 2400 6150 2100 288 6400
214-K-3200

1360 °C
1600 2500 800 2400 3650 2060 162 3200

214-K-6400 1600 5000 800 2400 6150 2100 288 6400
(all data are not binding, the manufacturer reserves the right to modify them)

MODELS RANGE


